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SPECIF ICATIONS
246.0 MAX @ MODEL NUMBER A+ 3.0 B C D+ 3.0 = 0. FSCRIPTION
. 9-69] . YRS £592- 155] CONVERSION-METRIC
190.5 GD | ZR40K3/K3E -REPFV, TFD, TFE, TF5
7.50] G | ZR40K3E-PF J
- - 7R42KC -PFV 400.2 [15.761|374.6 [ 14,751(277.1 [10.911(248.6 [ 9,79 ] NOTES:
(121.5 )@ ()| 7R42K3/K3E-PFJ,PFV ,FFBTFE, TF5
[4,78] ()| ZR42K3E-TFD ALL TOLERANCES + 1.50 [0.060 ]
» . @ ®)| ZR36KH/KHE -PF UNLESS OTHERWISE SPECIFIED.
95,3 4X ¢ 18.35 - 19.50@) |ZR30KC-PFV
3.7 S JRI0K3/K3E-PFJ.PFV.TFD, TFS, TFE DUE TO ACCUMULATED ASSEMBLY TOLERANCES
» . : : 7R32KC /PFY THE LISTED COMPONENTS MAY VARY FROM
/ I I /R32K3/K3E-PFJ,PFV,TFD, TFE, TF5 THE MOUNTING HOLES AS SHOWN BELOW:
/R34KC-PFV 386.4 [ 15.211/360.9 [ 14,21 1] 264.4110.411 [235.9 [ 9,29 ]
= ] ] G) | ZR34K3/K3E-PF PRV, FFB5 TFE, TF5, TF7 € ALL FITTINGS ¢ +3.010.12]
olo |~ ()| ZR34K3E-TFD, PF
— m WO oy ZR36KC-PFV ZL
ol | @ /R36K3/K3E-PFJ,PFV,TFD, TFE, TF5 MOUNTING KIT,
oYL : < ><
| = LReeK3/K3E-PFJ, PRV, TFD, TF5 3, TUBE ENDS MUST BE PLUGGED.
Y Y| & e PR
A @))
- B 7R24K3/K3E-PFJ,PFV,TFD, TF5
I %ﬁgiJ TRoBK3/K3E-PF 1 PFY TFD TF5 363.8 [ 14.321/338.3 [ 13,321 244.5 [9.631 [216.0 [ 8,50 ] ZZEL
0 NSRS B ZR28KC-PFV
= S /R28K3/K3E-PFJ,PFV,TFD, TF5 GROMMET DUROMETER 4 FOOT KIT
LO ™| 2
— ZRTBK 3K IE-PFY 3528 113:89H 3273 289233519+ 19+ 20508+ 07 35-45 527-0116-00
Y ! ® | ZR42KH/KHE -PFZ 417.3 116.431/391.7 [15.421(294.2 [ 11.5811265.7 [10.46 ] ?%;7
Y 7L /14
@ 13.46 PIN CIRCLE
.530] Y= f:
COMPRESSOR WIRING DIAGRAM COMPRESSOR WIRING DIAGRAM
2
SINGLE PHASE MOTOR WITH THREE PHASE MOTOR WITH
}g°gg4}g°§gg}ﬂDﬂ ¢ INTERNAL PROTECTION INTERNAL PROTECTION
Vv 10.10(0.398IMIN v LINE USE COPPER CONDUCTORS ONLY. USE THIS
0.03800.00151 MIN THICK EXTERIOR AND 1 BOX LAYOUT P e RUN CAPACITOR DOE MIRIMUN 780 G WIRE FOR AMPACITY.
0.038 10,0015 1 MIN THICK INTERIOR SLALEL:] ALLOW TIVE FOR RESET . FRIMARY SINGLE PHASE
COPPER PLATED STEEL DISCHARGE FITTING, j@ FAILURE PROTECTION IS PROVIDED. CRANKCASE
R HEATER, WHEN APPLIED, MUST BE CONNECTED
ONLY TO ITS RATED VOLTAGE. OVERCURRENT
L INE PROTECTION DEVICE RATING AND TYPE MUST BE
IN ACCORDANCE WITH REGULATORY AGENCY END

PRODUCT APPROVALS - SEE SYSTEM NAMEPLATE.

70 CORRECT IMPROPER MOTOR ROTATION,
USE COPPER CONDUCTORS ONLY. USE THIS SWITCH ANY TWO SUPPLY LINES.

EQUIPMENT ON A GROUNDED SYSTEM ONLY. USE 1

/ /\ _
/—}\\ \ (1 l \\"“;‘ o o
| = | N\ . MINIMUM 75° C WIRE FOR AMPACITY DETERMINATION T1
\\\\=~ N A INTERNAL MOTOR PROTECTION ALLOW TIME FOR
I N RESET. OVERCURRENT PROTECTION DEVICE 12
= RATING AND TYPE MUST BE IN ACCORDANCE
t WITH REGULATORY AGENCY END PRODUCT 2
APPROVALS-SEE SYSTEM NAMEPLATE 13
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oCOPYRIGHT EMERSON CLIMATE TECHNOLOGIES,

MOTOR
WINDING CONNECTION
@ 165.8
N
6.53 ——
- // N ECN308152 | 31 |REMOVED ZR34K3-TFD/PFJ,ZR40K3-PFJ,ZR42K3-TFD0/-17-18| SZ | ZH | AW
- / \ ECNIO1I0S83 | 30 |ADDED ZR42KH/KHE-PFZ 05-05-15] SZ | LG | AW
- , \\ ECN100B644 | 28 |ADDED ZR36KHE-PFJ 02-12-14) AZ | LG | AW
[ \
.’ r S ) 1 i ECN100312 | 28 |REDRAWN AND ADDED ZR36KH-PFJ|12-01-14| AZ | LG | AW
\ | g ! 32-1194-056 | O |RELEASED 06-20-95|TAS
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